IMPACT: International Journal of Research in 
Engineering and Technology 

ISSN (P): 2347-4599; ISSN (E): 2321-8843 
Vol. 10, Issue 5, May 2022, 1-8 

© Impact Journals 


IOT BASED GROUND WATER MONITORING SYSTEM WITH CLOUD-BASED 
MONITORING USING MACHINE LEARNING 


Dr. Rajeev Kumar Tripathi’, Dr. Alok Mishra’ & Dr. Pankaj Prajapati’ 
‘Associate Professor, DAV Degree College, Lucknow, India 


?Research Scholar, Ambalika Institute of Management and Technology, Uttar Pradesh, India 


Received: 07 May 2022 Accepted: 11 May 2022 Published: 19 May 2022 


ABSTRACT 


The vaticination of groundwater position is important for the use and operation of groundwater coffers. In this paper, the 
artificial neural networks (ANN) were used to prognosticate groundwater position in the mohanlalganj of lucknow in 
India. The first step was an bus-correlation analysis of the groundwater position which showed that the yearly 
groundwater position was time dependent. An bus- retrogression type ANN (ARANN) model and a retrogression- bus- 
retrogression type ANN (RARANN) model using back-propagation algorithm were also used to prognosticate the 
groundwater position. Yearly data from June 2018 to April 2022 was used for the network training and testing. The results 
show that the RARANN model is more dependable than the ARANN model, especially in the testing period, which indicates 
that the RARANN model can describe the relationship between the groundwater change and main factors that presently 
impact the groundwater position. The results suggest that the model is suitable for prognosticating groundwater position 


oscillations in this area for analogous conditions in the future. 
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INTRODUCTION 


Groundwater level monitoring is important to know the information of water column head under the earth’s surface. As per 
the compliance, it helps to observe the changes in the quantity of groundwater level accordingly. The continuous 
groundwater monitoring provides the detailed data and helps to make the observations easily for future projections and 


development. 


Level sensor also known as Piezometer plays the important role to provide all the information beneath the earth’s 
surface. It monitors the level at which the water table starts. It can be installed in wells, bore wells and tube wells at the 
desirable depth to know the available water in sand pores and aquifers. Level sensor is connected with specific wires up to 
the surface level then connected to the electromagnetic flow meter and telemetry system which transmits the data to the 
server for real time access on data management software irrespective of location. Various changes in the groundwater can 
be observed with the help of different type of level sensors. Collecting the accurate long term data of groundwater level 
monitoring will lead to make the proper planning for the development and management of groundwater level and will 


avoid the scarcity of water in the future. 


LITERATURE REVIEW 


Water Level and Quality Monitoring structures are one of the fundamental gear concerned in making sure the right best of 
water is maintained and in conjunction with the that the intake of water is saved in take a look at for stopping instances 
along with general depletion of water from the sure exact stage main to the undesirable water crisis. Various technology 
are getting used for the Water Level tracking gadget and this paper discusses how diverse WSN structures are getting used 
currently to installation and enforce WQM structures. It additionally suggests a glimpse on the conventional strategies of 
water best tracking gadget which required the scientists to first acquire the pattern from the supply after which shipping 
that to the associated lab after which carry out the trying out operations at the water pattern after which do the evaluation of 
the outcomes acquired. Not handiest the ones strategies had been inefficient however additionally it the outcomes acquired 
had been of little fee for the reason that records acquired became now no longer in real- time subsequently the applicability 
of such records in a few reflective manner became now no longer possible. So, to update this kind of gadget and enforce a 
few advanced and beneficial WQM gadget paper mentioned diverse WSN structures designed to deal with such problems. 
Various WSN structures which are currently utilized by the gadget are usually having problems concerning power, range, 


and cost. 
EXISTING SYSTEM 


The existing system consists of Wireless Sensor Networks which are used to establish a communication network between 
various sensors that are used to measure diverse physical factors, WQM systems, and various connecting modules. These 
sensors are used to monitor factors such as water level while WQM systems are used to monitor factors related to water 
quality. Unlike traditional systems when the people had to go through the process of collecting the insitu water for various 
testing purposes which involved a long duration of testing and effort leading to the results which don’t provide much value 
because it is not in real-time. To counter that issue currently, various water monitoring systems are coupled, implemented 
and deployed over a large area with the help of the WSN system. Though WSN provides a solution, it is not the most 
feasible, simple and resource-friendly system. It has various drawbacks that prevent these systems from being fully 
implemented. At present, the technologies used for short-range and long-range communication between various sensors 
nodes are primarily Cellular Networks (GSM, 2G, 3G, 4G networks), Zigbee, Wavenis, Wi-Fi, Z-Bee and few others. 
These systems are common to most of the projects related to IoT and precisely WQM. And each of these systems have 
their pros and cons. Let’s consider the cellular networks 3g,4g, these are currently being used for long-range 
communication between devices these systems though provide the ability to have data transferred between systems located 
at long distance but they come with the cost of being not only expensive but also there are various compatibility issues 
with these systems and the sensors that are used to monitor physical factors. Also, these have a very high-power 
requirement which makes them not very power efficient along with the fact that they have various reliability issues. Now 
coming to energy-green structures inclusive of Zigbee, etc. which aleven though require much less energy to function, it 
gives conversation over a completely brief variety. So, regardless of being energy green and greater well suited with the 
low- degree analog sensors those have troubles associated with variety and bandwidth. Along with those, one of the not 
unusualplace structures used is Wi-Fi that lets in us to attach the numerous sensor nodes to the net and proportion 
information thru it. A. Water Level Monitoring Exiting structures which can be used to degree water degree are: 
Continuous flow degree transmitters, Differential strain transmitters ,Load cells, Radar degree transmitters, Radio 


frequency, Ultrasonic degree transmitter . Continuous flow degree transmitters function at the buoyancy precept for non- 


stop dimension of water degree. These transmitters are categorised into types: Magneto astrictive flow degree transmitters, 
Magnetic Float Level Transmitters, Magneto strictive Float Level Transmitters works at the precept of Buoyancy and 
Tangential Magnetic Fields. It is a completely succesful tracking gadget in phrases of accuracy and the software of the 
information accomplished thru this mechanism for numerous purposes. But it's far pretty expansive. For a non-stop 
tracking gadget, this gadget is nice for correct dimension. Usual Magneto astrictive setups include electronics, a stem and a 
magnet sealed with inside the flow that actions up and down alongside the stem/rod relying upon the intensity of the liquid. 
These additives paintings collectively to offer correct measurements of the liquid degree. Magnetic Float Level 
Transmitters are the second one class of the non-stop flow degree transmitters getting used for measurements of the extent 
of a given liquid. Unlike Magneto astrictive flow degree transmitters those devices use Reed switches, masking the entire 
duration of the rod/stem. These switches are touchy to magnetic fields and might alternate their country to open or near 
relying at the absence or presence of the magnetic discipline. Apart from this the whole lot is quite just like Magneto 
astrictive flow degree transmitters. When flow containing the magnetic actions up or down alongside the rod because of 
alternate in water degree the magnetic discipline interacts with the reed switches inflicting them to be in open country and 
those modifications the resistance cost inflicting a alternate with inside the output contemporary. This alternate with inside 
the output of the contemporary may be used to say the extent of the worried liquid. Differential Pressure Transmitter 
extensively used for numerous applications. It may be used to reveal the fluid stages with the aid of using evaluating the 
strain among the high- strain factor and the low- strain factor of the system. The distinction is accomplished because the 
output which may be used to infer the water degree of the liquid. Load Cells is a way primarily based totally on transducers 
that may be used to degree the weight, a mechanical pressure or a load and relay the dimension as an output sign. This 
output sign can then be used to the stages of the liquid. These structures are may have custom designs and it relies upon at 
the usage, complexity of the gadget and utility. Usually, liquid degree tracking is much less complex. Radar Level 
Transmitters is a contact-much less technique that entails sending a pulse of Electromagnetic waves closer to the floor of 
the fluid and acquire the meditated pulse. The time elapsed with inside the entire procedure may be recorded and because 
the pace of the EM wave is already recognized the intensity of the liquid can without problems be deduced and output may 
be proven with the aid of using the transmitter. Also, this radar gadget works nice while the vessel containing the water is 
product of metals. And that is additionally one of the drawbacks too of this gadget that isn't always each fluid may be 
monitored the use of this technique. Fluids which can be corrosive in nature can't be monitored the use of this technique. 
Also, this technique once in a while is the handiest manner to degree the fluid degree in instances inclusive of while the 
procedure substances are flammable and grimy or the material’s composition and temperature range with time. In the ones 
instances, there's no different gadget that may be used other than this technique. Radio Frequency (RF) Capacitance is used 
to map the contours of the floor area. This allows in developing a contour representing the granules, slurries, and fluids 
with exclusive densities. It is just like non-stop flow degree probe besides that as opposed to magnets it makes use of the 
probe as the second one conductor. This generation is primarily based totally on electric capacitance. A engaging in tool 
can save a sure quantity of charge. It is suffering from the medium among the layers of the conductors particularly with the 
aid of using the presence of fluids or a few different material. Since because of exclusive medium throughout the floor of 
the probes there can be exclusive capacitance at some stage in the floor of the probe. This variant with inside the 
capacitance cost subsequently may be used to infer the extent of the fluid. One of the drawbacks of this gadget is that 
through the years substances clog onto the floor of the system that may have an effect on the studying of the device. So, 


one desires to nicely preserve the device for right 


, Data cleaning and exploration — 
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Figure 1 


RESULTS AND DISCUSSION 


We calculated the common soil moisture and gathered snow versions among 2005 and 2011 with the 1.0-diploma month- 
to-month statistics from GLDAS-NOAH, CLM and VIC models. Figure 2 suggests the soil moisture and gathered snow 
from GLDAS (common of the 3 LSMs) in addition to groundwater garage versions from tracking wells. 
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Figure 2: Monthly Soil Moisture (SM) and Snow Water Equivalent (SWE) from Global Land Data 
Assimilation System (GLDAS) Fashions and Groundwater Garage from Tracking Wells. The 
Mistakes Bars Constitute the Same Old Deviations for the GLDAS Version Simulations. 

Fluctuations in soil moisture and snow cover have an annual amplitude of approximately 5.39 + 0.28 cm and are 
characterized by prominent seasonal characteristics. Groundwater is also characterized by apparent seasonal variation, the 
annual amplitude of which is smaller than the amplitude of soil moisture, with snow cover 2.62 + 0.23 cm. The phase 
difference between the two series is about 11 days, and in-situ observations generally lag behind the simulated SM and 
SWE. Simulated soil moisture and snow cover fluctuations are greater than groundwater records from surveillance wells. 
Changes in soil moisture and snow cover can make up the majority of TWS fluctuations. This means that these two 
components (that is, SM and SWE) are the major contributors to TWS changes in the region. Comparison of TWS and 
LSM obtained from GRACE and TWS obtained from actually measured groundwater. H. Total of SM, SWE and 
groundwater (GW). Overall results are consistent despite differences in water storage variability calculated via the time- 
varying gravitational field models provided by CSR, GFZ, and JPL. Monthly changes in GRACE's gravitational field are 


derived from a series of complex inversions of relative distance measurements between two satellites. Various solution 


strategies are being adopted by various agencies in the process, such as accurate orbit determination with on-board GPS 
and acceleration correction for spacecraft platforms. This is the main reason why the products of different institutions are 
different. The correlation coefficients between the CSR, GFZ, and JPL GRACE-TWS scores and the simulated TWS (sum 
of SM, SWE, and GW) are 0.92, 0.88, and 0.93, respectively, with 95% confidence. I have. The TWS derived from 
GRACE and the simulated TWS time series phase are the peaks of water storage in MAM (March, April, May) and the 


lowest values around SON (September, October, 11). It matches both of the months) relatively well. 
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Figure 3: GRACE-Derived Terrestrial Water Storage (TWS) and TWS Derived via Way of 
means of Combining GLDAS Predicted Soil Moisture (SM) and Snow Water Equivalent (SWE) 
with in-situ Groundwater (GW) Observations. 

Fluctuations in soil moisture and snow cover have an annual amplitude of approximately 5.39 + 0.28 cm and are 
characterized by prominent seasonal characteristics. Groundwater is also characterized by apparent seasonal variation, the 
annual amplitude of which is smaller than the amplitude of soil moisture, with snow cover 2.62 + 0.23 cm. The phase 
difference between the two series is about 11 days, and in general, the hydrological version has seasonal and aging signals, 
so we performed multiple linear regression analysis (MLRA) in the provided TWS. You can check the time variation of the 
amount of hydrology that is composed. Therefore, certain time series take into account the versions used in these paintings. 
y (t) =a + Yok = 12Ak (kot—ok) + ¢ (t) Where t is the time. a is a constant. Ak, 6k, and m seek advice from amplitude, 
level, and frequency, respectively. ok represents the rank of the harmonic (ok = | and ok = 2 correspond to the annual and 
semi-annual components, respectively). ¢ (t) is the final variability in fact, which is usually noise with little residual signal. 
The level start time is set to January 1, 2005. Amplitude fluctuations between the two re-assets can also be due to GLDAS 
version errors or GRACE fact uncertainties. Overall, the GRACE-derived TWS is simulated using GLDAS, suggesting a 
match with the simulation of tracking good records. Governments concerned about accessing these facts and knowing the 
reputation of water resources in a particular region. You can also do similar analysis with a centralized device. This helps 


to optimize total water intake and predict the fate of replenishing the large number of waters in a row. 
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